LMP

Security Cupboard Specification Sheet

Sizes Available:

Height Width Depth Shelves
Supplied
1800mm 900mm 460mm 3
1800mm 1200mm 460mm 3
1200mm 900mm 460mm 2
1200mm 1200mm 460 2
900mm 460mm 460mm 1

Cupboard Construction:

1.2mm mild steel, seam-welded carcass construction

Full length piano hinges

Rust resisting galvanised shelves

Door aperture has return bends to eliminate open gaps
Delivered assembled

Reaction to Fire Classification EN 13501-1 — documents available
Seven lever safe lock and an anti-pick locking mechanism

Extra Shelves are available with the Security Cupboard range
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Cupboard Door Construction:

1.2mm thick steel door with full length welded/riveted continuous hinge, incorporating
retaining rail to prevent hinge/door removal.

Two point espagnolette locking mechanism secures both doors into carcass. Fitted witha 7
lever Lowe & Fletcher 2802 anti-pick safe lock.

Paint Finish:
e Three stage pre-treatment and phosphate coating
e Carcass and doors powder coated with one coat Epoxy Polyester Full gloss powder,
stoved at 180 deg. C. including Germ Guard antibacterial compound
e (Carcass powder coated with a Light Grey — RAL 7035

Door colour:

Red RAL 3003
Green RAL 6024
Light Blue RAL 5012
Dark Blue RAL 5017
Light Grey RAL 7035 COLOUR OPTIONS
Yellow RAL 1018

Equipment Cleaning & Maintenance instructions:

e (Clean paint work periodically with warm soapy water
e Qil hinges and lock sparingly as required with a light oil (3in1 or similar)

Spares and consumables details inc. sources:

e Replacement locks available from:- QMP LTD or Please contact your supplier
e Spare keys available from: FAST KEY SERVICE LTD, 3, PILOT CLOSE, FULMAR WAY,
WICKFORD, SS11 8YW, TEL: 01268 5625862, WEBSITE: WWW.FASTKEYS.CO.UK
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ALTERNATIVE KEYHOLE POSITIONS

PRODUCT REFERENCE | KEY COMBINATIONS
NUMBERS SERIES

2802-0200 57 1,600 NON MASTERED

STANDARD FINISHES: ZINC PLATED & PASSIVATED
SPECIFICATION:

STEELCASE WITH LOCKING BOLT AND INTERNAL
LEVER MECHANISM IN BRASS,

PHOSPHOR BRONZE SPRINGS. STEEL KEYS - NICKEL
PLATED.

THIS LOCK IS SUPPLIED WITH FIXING HOLES FITTED
WITH REINFORCING SPACERS.

LOCK CAN BE SUPPLIED WITH A KEY RETAINING FEATURH
SO THAT KEY CAN ONLY BE REMOVED IN THE LOCKED
POSITION.

AVAILABLE WITH @19,5 KEY ENTRY BUSH 2802-0200
ANTI-PICK LEVERS FITTED AS STANDARD.

EXTENDED DIFFER RANGE POSSIBLE ON REQUEST.

LOWE & FLETCHER 1m

MOORCROFT DRIVE, WEDNESBURY, WEST MIDLANDS, ENGLAND Ws10 7DE.
TELEPHONE: 0121 505 0400. FAX: 0121 505 0420. E-MAIL: sales@lowe-and-fletcher.co.ul
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