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Sizes Available

Sizes:

840Hx1200Wx750Dmm

840Hx1500Wx750Dmm

840Hx1800Wx750Dmm

Heights differ on the workbench kits with the above
accessories. (Kit C & D - 1600mm, Kits E & F - 2020mm)

DAY

DELIVERY

Worktop Options:
Laminate - 20mm thick
Solid beech - 27mm thick

N

Paint Finish

Three-stage pre-treatment and phosphate coating.
Framework powder coated with one coat of Epoxy Polyester

full gloss powder stoved at 180 deg. C. including Germ Guard
antibacterial compound. The framework is powder-coated -
Light Grey RAL 7035. Drawers and cupboards are powder-
coated - carcass RAL door fronts - Dark Blue RAL 5017

OO Cleaning & Maintenance

00

Clean Laminate worktop surfaces periodically with warm soapy water or
proprietary surface cleaners. Do not use solvents of any type. Where cupboards
and drawers are fitted, periodically oil hinges and locks sparingly with a light
oil (3in1 or similar). Where cupboards and drawers are fitted, periodically oil
hinges and locks sparingly with a light oil (3in1 or similar).
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Kit A Kit B KitC

Kit D Kit E

Supplied with levelling feet for uneven floor surfaces.

}/ Workbench Construction
% [ ]

Cupboards and drawers by means of hanging bars suspended from the top C
sections.

Above-bench accessories mount to support posts that fix to the rear of leg
frames.

The weight load capacity of 250kg. UDL. Do not exceed this loading.
Leg Frame 32mm x 32mm MS ERW tube - 16 gauge.

Top C Sections 50mm x 25mm - 16 gauge.

Foot rail 25mm x 25mm MS ERW tube - 16 gauge.

5 Day Delivery Our live chat satisfaction rating,
All sizes are available on our 5-day delivery service. based on user feedback
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