Stainless Steel Lockers

Sizes & Compartments Available
Sizes:

1800HX300Wx300Dmm
1800Hx300Wx450Dmm

Door Compartment Options:
1 Compartment

2 Compartments

3 Compartments

4 Compartments

6 Compartments

Internal Compartment Sizes:
1800Hx300Wx300Dmm

1 Compartment - 1698Hx245Wx275Dmm
2 Compartments - 830Hx245Wx275Dmm
3 Compartments - 548Hx245Wx275Dmm
4 Compartments - 408Hx245Wx275Dmm
6 Compartments - 260Hx245Wx275Dmm

1800Hx300Wx450Dmm

1 Compartment - 1698Hx245Wx430Dmm
2 Compartments - 830Hx245Wx430Dmm
3 Compartment - 548Hx245Wx430Dmm
4 Compartments - 408Hx245Wx430Dmm
6 Compartments - 260Hx245Wx430mm

& Paint Finish
J Stainless Steel Finish - Acid-cleaned prior to despatch to remove dust/dirt from the manufacturing
process.
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() O Cleaning & Maintenance
‘o Clean paint work periodically with warm soapy water or foaming cleaner. Oil hinges and lock

sparingly as required with a light oil (3in1 or similar).

General Constructio
e Manufactured from 304 DP1 stainless steel. 0.7mm thick with dull polished satin finish.
e Delivered as a fully assembled unit.
e Pre-drilled carcass for nesting lockers together to complete a run/bank.
« Fitted with standard master cam locks with 2,000 differs or digital keypad locks.
 Single compartment locker fitted with top shelf and coat hook.
o Two-tier lockers fitted with coat hook in each compartment.

}/ Locker Construction

Locker Door Construction:
e Adoor stiffener is spot welded vertically in the centre of the door (except for 6 door units), the door is

attached by pop rivets to the right-hand side of the carcase with two 38mm butt hinges and fitted
with 10 disc key operated cam lock.

Replacement Locks & Spare Keys

@f Replacement locks and keys are available from QMP.
Replacement keys are available from Fast Key Ltd.
www.fastkeys.co.uk - sales@fastkeys.co.uk.

Delivery
1800HX300Wx300Dmm & 1800HX300Wx450Dmm - * *** *

10-15 working days Our live chat satisfaction rating,

based on user feedback
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