m M |=® Tool Charging Lockers Specification Sheet

Height Depth
1800mm 450mm
1800mm 450mm

Door Compartment Option:

4 Compartments
5 Compartments
6 Compartments
8 Compartments

Locker Construction:

0.7mm mild steel, pop riveted carcass construction

Delivered assembled

Pre-drilled carcass for nesting Locker together

Fitted with security shelves to prevent any unauthorised access to the below
compartment

CE marked and tested

Available in either Standard Plug and RCD Plug socket

Fitted with standard master cam locks with 2,000 differs

Available with a solid tool with feather like ventilation or fully perforated doors
Reaction to Fire Classification EN 13501-1 - documents available

Locker Door Construction:

The door is attached by pop rivets to the right hand side of the carcase with two
butt hinges and fitted with 10 disc key operated cam lock, supplied with 2 keys.




Paint Finish:

Three stage pre-treatment and phosphate coating

Carcass and doors powder coated with one coat Epoxy Polyester Full gloss
powder, stoved at 180 deg. C. including Germ Guard antibacterial compound
Carcass powder coated with RAL 7035 Light Grey

Door Colour Options:

Red RAL 3003
Green RAL 6024
Light Blue RAL 5012
Dark Blue RAL 5017
Light Grey RAL 7035
Yellow RAL 1018

Cleaning & Maintenance:

Clean paint work periodically with warm soapy water or Foaming cleaner
Oil hinges and lock sparingly as required with a light oil (3in1 or similar)

Replacement Locks & Spare Keys:

Replacement locks available from:- QMP LTD, Timmis Road, Lye, Stourbridge,
West Midlands, DY9 7BQ, Tel: +44 (0) 1384 899800, Website: www.gmp.uk.com,
Email sales@qmp.uk.com

Spare / replacement keys for the cupboard are available from: Fast Keys Ltd, Pilot
Close, 3 Fulmar Way, Wickford, SS11 8YW, Tel: 01268 562592, Website:
www.fastkeys.co.uk, Email: sales@fastkeys.co.uk
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