600W Under Bench Cabinets on Stands Specification Sheet

Sizes Available:

Height Width Depth Cupboard Configuration
825mm 600mm 650mm Cupboard 1x550mm

825mm 600mm 650mm 2 Drawer & Cupboard 2x100mm, 1x300mm
825mm 600mm 650mm 3 Drawer 1x150mm, 2x200mm
825mm 600mm 650mm 4 Drawer 1x100mm, 3x150mm
825mm 600mm 650mm 4 Drawer 2x100mm, 1x150mm, 1x200mm
825mm 600mm 650mm 5 Drawer 4x100mm, 1x150mm

Euroslide Cabinet Construction:

Full width, full extension precision ball race slides with anti-tilt feature.
Central locking for extra security.

An impressive load capacity of 100KG per drawer.

Cupboard doors are fitted with interior perforated panel to fit tool clips.
Available with worktops including Solid Beech, Laminate and Tool Tray.
Cabinets manufactured with 0.7mm mild steel.

Cabinets securely fixed to stand.

Paint Finish:
Three stage pre-treatment and phosphate coating
Carcass powder coated light grey and doors powder coated with a choice RAL colours
(please see below), one coat Epoxy Polyester Full gloss powder, stoved at 180 deg. C.
including Germ Guard antibacterial compound
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DRAWER & CUPBOARD
COLOUR OPTIONS
Euroslide Front Colours: -:
(-
Green RAL 6024
Dark Grey RAL 7024
I -

Equipment Cleaning & Maintenance instructions:

e Clean paint work periodically with warm soapy water

QMP LTD, Timmis Road, Lye, Stourbridge, West Midlands, DY9 7BQ
Tel: 01384 899800
Fax: 01384 899801
Email: sales@gmp.uk.com
Website: www.gmp.uk.com



mailto:sales@qmp.uk.com

